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NOTE: BLANK SPACES ARE NOT PERMITTED IE ANY ITEM IS NOT 
APPLICABLE OR NO INEORMATION IS AVALIABLE, THE SPACE MUST 
BE MARKED TO INDICATED THAT 


SECTION I - INFORMATION OF MANUFACTURER 


Manufacturer’ s Name: 

Emergency Telephone Number: 

GPI International Ltd. 

N.A. 

Address (Number, Street, City State, and ZIP Code): 

Telephone Number for information: 

8/E GP Building, 30 Kwai Wing Road, Kwai Chung, N.T., H.K. 

852-2484-3333 


Date of prepared and revision: 


December, 9*, 2003 


SECTION II - HAZARDOUS INGREDIENTS / INDENTITY INFORMATION 


Hazardous Components: (Specific Chemical Identity; Common Name(s)) 
Lithium cobaltite (LiCo02) 

Graphite (C) 

Organic Solvent 
Lithium salt 

Poly(vinyl-diene difluoride) 

Lead, Inorganic (as Pb) 

Tin, Inorganic (as Sn) 

Nickel, Metal and Insoluble (as Ni) 

Gold, 

Poly (Bisphenol-A Carbonate) 

Poly (Vinly chloride) 


CAS# 

OSHA PEL 

ACGm TLV 

12190-7-3 

0.05mg/m^ 

0.02mg/m^ 

7782-42-5 

2.5mg/m^(as dust) 

2.5mg/m^(as dust) 

N.A. 

None established 

None established 

N.A. 

None established 

None established 

24937-79-9 

None established 

None established 

7439-92-1 

0.05mg/m^ 

0.05mg/m^ 

7440-31-5 

2mg/m^ 

2mg/m^ 

7440-02-0 

Img/m^ 

Img/m^ 

7440-57-5 

None established 

None established 

25971-63-5 

None established 

None established 

9002-86-2 

None established 

None established 


SECTION III - PHYSICAL / CHEMICAL CHARACTERISTICS 


Boiling Point 

N.A. 

Specific Gravity (H20=l) 

N.A. 

Vapour Pressure (mm Hg) 

N.A. 

Melting Point 

N.A. 

Vapour Density (AIR=1) 

N.A. 

Evaporation Rate (Butyl Acetate =1) 

N.A. 

Solubility in Water 

N.A. 


Appearance and Odor 

Varies, odorless 



SECTION IV - HAZARD CLASSIFICATION 

Classification 


N.A. 


SECTION V - REACTIVITY DATA 


Stability 

Unstable 


Conditions to Avoid 



Stable 

X 


N.A. 

Incompatibility (Materials to Avoid) 


N.A. 


Hazardous Decomposition or Byproducts 


N.A. 


Hazardous Polymerization 

May Occur 


Conditions to Avoid 



Will Not Occur 

X 


N.A. 


Member 
Gold Peak Group 


Manufacturer reserves the right to alter or amend the design, model and specification without prior notice. 
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Route(s) of Entry Inhalation 

N.A. 

Skin 

N.A. 

Ingestion 

N.A. 

Health Hazard (Acute and Chronic) / Toxicological information 


In case of electrolyte leakage, skin will be itchy when contaminated with electrolyte. 

In contact with electrolyte can cause severe irritation and chemical bums. 

Inhalation of electrolyte vapors may cause irritation of the upper respiratory tract and lungs. 



SECTION VII - FIRST AID MEASURES 

First Aid Procedures 

If electrolyte leakage occurs and makes contact with skin, wash with plenty of water immediately. 

If electrolyte comes into contact with eyes, wash with copious amounts of water for fifteen (15) minutes, and contact a physician. 

If electrolyte vapors are inhaled, provide fresh air and seek medical attention if respiratory irritation develops. Ventilate the contaminated area. 


SECTION VIII - FIRE AND EXPLOSION HAZARD DATA 


Flash Point (Method Used) Ignition Temp. Flammable Limits LEL 

N.A. N.A. N.A. N.A. 

UEL 

N.A. 

Extinguishing Media 

Carbon Dioxide, Dry Chemical or Eoam extinguishers 



Special Eire Eighting Procedures 

N.A. 



Unusual Eire and Explosion Hazards 

Do not dispose of battery in fire - may explode 
Do not short-circuit battery - may cause bums. 




SECTION IX - PRECAUTIONS FOR SAFE HANDLING AND USE 

Steps to Be Taken in Case Material is Released or Spilled 

Batteries that are leaking should be handled with rubber gloves. 

Avoid direct contact with electrolyte. 

Ware protective clothing and a positive pressure Self-Contained Breathing Apparatus (SCB A) 

Waste Disposal Method 

Dispose of batteries according to governmental regulations. 

Precautions to Be Taken in Handing and Storing 

Batteries should be handled and stored carefully to avoid short circuits. 

Do not store in disorderly fashion, or allow metal objects to be mixed with stored battery packs. 

Do not allow metal objects in contact with the metal terminals. 

Never disassemble a battery pack. 

Do not breathe cell vapors or touch cell’ s internal material with bare hands. 

Keep batteries between -3Q°C and 35°C for prolonged storage. 

Other Precautions 

Recharge batteries in original battery chargers. 

Follow Discharge / Recharge conditions in technical data sheets. 


Member 
Gold Peak Group 


Manufacturer reserves the right to alter or amend the design, model and specification without prior notice. 
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SECTION X - CONTROL MEASURES 

Respiratory Protection (Specify Type) 


Venilation 

Local Exhausts 

N.A. 


Special 

N.A. 


Mechanical (General) 

N.A. 


Other 

N.A. 

Protective Gloves 

N.A. 

Eye Protection 


N.A. 


Other Protective Clothing or Equipment 


N.A. 




Work / Hygienic Practices 


N.A. 





SECTION XI - REGULATORY INFORMATION 

Special requirement according to the local regulatory. 

SECTION XII - OTHER INFORMATION 

The data in this Material Safety Data Sheet relates only to the specific material designated herein. 


Member 
Gold Peak Group 


Manufacturer reserves the right to alter or amend the design, model and specification without prior notice. 




